.. )uaker Chemrcal

Corporation

CONSHOHOCKEN o PENNSYLYVANIA £9428-0809
TELEPHONE: 610-832-4000 « FACSIMILE: 610-832-4495

MULTI-PURPOSE BLANK WASHER
ROLL LEVELER OIL / STAMPING OIL
CORROSION PREVENTIVE

DESCRIPTION

This product contains a system of hi fh film- strength lubricants in combination with
inorganic corrosion inhibitors. It reduces galling and provides several months indoor
corrosion protection.

High flash, high detergency roller-leveling lubricant with excellent indoor corrosion

protection properties. Residual films facilitate proper "bite" and "feed through"
characterlstlcs

Provides 1ubr1cat10n properties necessary for hght forming and stamping operations.

TYPICAL PHYSICAL PROPERTIES :
Appearance: Clear, Amber Oil

Viscosity (S.U.S. @ 100°F): 120 + 20 seconds

Flash Point: 330°F

Fire Point: B} 350°F

Pour Point: | R <0°F

Weight per Gallon @ 60°F: 7.5 £ 0.05 lbs.
TYPICAL PROTECTION RESULTS

JAN H-792 I—Ium1d1ty Cabinet: 10-15 Days-

SO, Test: : 0 - 5% Rust

Stack Test: o No Stain

| . eont'mued -

QC - 3005 - 9/96
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if 1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

3

MANUFACTURER : EMERGENCY'TELEPHONE NUMBERS :

QUAKER CHEMICAL CORPORATION * TRANSPORTATION:

ELM STREET ** CHEMTREC: (800) 424-9300 .
CONSHOHOCKEN, PA 19428-0809 * EMERGENCY HEALTH & SAFETY INFORMATION:
(e10) 832-4000 *% QUAKER CHEMICAL CORP: (800) 523-7010

2. COMPOSITION/INFORMATION ON INGREDIENTS

CAS NO. - CHEMICAL NAME PERCENT
64742-52-5 SEVERELY HYDROTREATED HEAVY NAPHTHENIC DISTILIATES 90-95%
64742-53-6 SEVERELY HYDROTREATED LIGHT NAPHTHENIC DISTILLATES 1-5%
68783-96-0 . CALCIUM SULFONATE : 1-5%

3. HAZARDS IDENTIFICATION

THRESHOLD LIMIT VALUE: . .
'E PEL (OSHA) AND THE TLV (ACGIH) IS 5 mg/m3 FOR OIL MISTS. SECTION 2 MAY

ST SEVERELY HYDROTREATED DISTILLATES, SEVERELY SOLVENT REFINED DISTILLATES -
. SOME OTHER DISTILLATES. THESE MATERIALS ARE ALL MINERAL OILS AND THE
EXPOSURE LIMITS LISTED ABOVE WOULD APPLY TO THESE MATERIALS.

PRIMARY ROUTES OF ENTRY:
INHALATION, SKIN CONTACT, EYE

EYE CONTACT:
MAY CAUSE EYE IRRITATION IF SPLASHED INTO EYES.

SKIN CONTACT: ' ' :
REPEATED OR PROLONGED CONTACT WITH BASE PRODUCT WITH SKIN MAY CAUSE

IRRITATION WHICH MAY LEAD TO VARIOUS SKIN DISORDERS SUCH AS DERMATITIS, OIL
ACNE, AND FOLICULITIS.

INHALATION: .
INHALATION OF VAPOR (GENERATED AT HIGH TEMPERATURES ONLY) OR OIL MIST FROM

THIS PRODUCT MAY CAUSE MILD IRRITATION OF THE UPPER RESPIRATORY TRACT.

EFFECTS OF OVEREXPOSURE:
INGESTION: INGESTION MAY CAUSE NAUSEA, DIARRHEA AND STOMACH DISCOMFORT.
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H 4. TIRST AID MEASURES

' EYES: FLUSH PROMPTLY WITH COOL RUNNING WATER FOR
AT LEAST 15 MINUTES. CALL A PHYSICIAN.

SKIN: WASH THOROUGHLY WITH SOAP AND WATER. CALL
A PHYSICIAN, IF NECESSARY.

INGESTION: CALL A PHYSICIAN. NEVER GIVE ANYTHING
BY MOUTH TO AN UNCONSCIOUS PERSON.

INHALATION: IF INHALED, REMOVE TO FRESH AIR. IF
NOT BREATHING, GIVE ARTIFICIAL RESPIRATION,
PREFERABLY MOUTH-TO-MOUTH. IF BREATHING IS
DIFFICULT, GIVE OXYGEN. CALL A PHYSICIAN.

5. FIRE FIGHTING MEASURES

FLASH POINT (METHOD USED): 380 F. (C.0.C.)
FLAMMABLE LIMITS: ND LOWER: ND UPPER: ND

, "TINGUISHING MEDIA:
. 02, FOAM, DRY CHEMICAL.

SPECIAL FIRE FIGHTING PROCEDURES:
WEAR NIOSH/MSHA APPROVED SELF CONTAINED BREATHING APPARATUS (SCBA).

UNUSUAL FIRE AND EXPLOSION HAZARDS:
NONE

6. ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
SOAK UP WITH ABSORBANT MATERIAL AND REMOVE TO CLOSED CONTAINER. WASH AREA
WITH MILD DETERGENT AND WATER.

ENVIRONMENTAL IMPACT:
NOT DETERMINED

7. HANDLING AND STORAGE

STORAGE TEMPERATURE (MIN./MAX.) :
ﬁO F./100 F.

{ ILF LIFE:
o MONTHS
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7. HANDLING AND STORAGE (Cont.)

—

SPECIAL SENSITIVITY:
NOT DETERMINED

HANDLING AND STORAGE PRECAUTIONS:
DO NOT GET IN EYES, ON SKIN OR ON CLOTHING. . .
DO NOT TAKE INTERNALLY. WASH THOROUGHLY - - . S
AFTER HANDLING. . )

OTHER PRECAUTIONS:
NONE.

8. EXPOSURE CONTROLS/PERSCONAL PﬁOTECTION

EYE PROTECTION: _ , -
WEAR SAFETY GLASSES. . N

PROTECTIVE GLOVES:
. RECOMMENDED

RESPIRATORY PROTECTION: o :
OR FIRE. CONDITIONS OR EXPOSURE ABOVE_TLV: WEAR NIOSH/MSHA APPROVED

- ESPIRATORS.

VENTILATION REQUIREMENTS : :
- LOCAL EXHAUST IS RECOMMENDED. : o

OTHER PROTECTIVE EQUIPMENT: i ' -
EVE WASH FACILITY AND SAFETY SHOWER RECOMMENDED. , _ :

9. PHYSICAL AND CHEMICAL PROPERTIES

BOILING/MELTING POINT:
‘> 300 F.

SPECIFIC GRAVITY (H20=1): |
0.900 @ 60 F. - : : S

VAPOR DENSITY (AIR=1) _ - | | ~y
ND : , o j o

VAPOR PRESSURE: o

ND : . - . )
PERCENT VOLATILE BY VOLUME (%):

C.1% , i

'
{

PeRCENT SOLID BY WEIGHT:
ND
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9. PHYSICAL AND CHEMICAL PROPERTIES (Cont.)

EVAPORATION:
ND

SOLUBILITY IN WATER:
INSOLUBLE

PH:
NA

APPEARANCE AND ODOR: - : -
CLEAR AMBER OIL WITH PERFUMED ODOR i - ' - :

VOLATILE ORGANIC COMPOUND (VOC) :
ND _ .

10. STABILITY AND REACTIVITY

STABILITY:
STABLE.

. JNDITIONS CONTRIBUTING TO INSTABILITY: - :
| ONE. ’ - '

HAZARDOUS POLYMERIZATION: | - i
WILL NOT OCCUR | : 3

INCOMPATIBILITY:
STRONG OXIDIZERS

HAZARDOUS DECOMPOSITION PRODUCTS:
(THERMAL) CO, CO2, SOX, NOX.

11,  TOXICOLOGICAL INFORMATION

ANY PRODUCT CONTAINING A SUBSTANCE FOR WHICH OSHA HAS ESTABLISHED A
PERMISSIBLE EXPOSURE LIMIT (PEL) IS CONSIDERED HAZARDOUS. OSHA HAS
ESTABLISHED A DEL OF 5 MG/M3 FOR WORKER EXPOSURE TO AIR BORNE MISTS OF N
MINERAL OILS. THEREFORE, THE PRESENCE OF MINERAL OILS BRINGS THIS PRODUCT.
WITHIN THE PROVISIONS OF THE OSHA HAZARD COMMUNICATION STANDARD WHERE THE=PEL
REACHES OR EXCEEDS 5 MG/M3. HEALTH STUDIES HAVE SHOWN THAT MANY PETROLEUM
HYDROCARBONS POSE POTENTIAL HUMAN HEALTH RISKS WHICH MAY VARY FROM PERSCN* TO
PERSON. AS A PRECAUTION, EXPOSURE TO LIQUIDS, VAPOR, MISTS OR FUMES SHOULD
BE MINIMIZED. ' - - : . , : : :

~“4IS PRODUCT DOES NOT CONTAIN ANY MATERIAL SHOWN TO BE A CARCINOGEN BY THE
- CATIONAL TOXICOLOGY PROGRAM (NTP), THE INTERNATIONAL AGENCY FOR RESEARCH ON'
CANCER (IARC) OR OSHA. :
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11. TOXICOLOGICAL INFORMATION (Cont.)

12. ECOLOGICAL INFORMATION

NO DATA AVAILABLE

13. DISPOSAL CONSIDERATIONS

WASTE DISPOSAIL, METHOD:
DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL EPA REGULATIONS.

14. TRANSPORT INFORMATION

U.S. DEPARTMENT OF TRANSPORTATION

PROPER SHIPPING NAME:
NOT REGULATED.

D.0.T. HAZARD CLASS:
- LA

{ J/NA ID NUMBER:
"N.A.

EMERGENCY RESPONSE GUIDE NUMBER:
NOT APPLICAELE

15. REGULATORY INFORMATTION

TOXIC SUBSTANCES CONTROL ACT (TSCA): :
THIS PRODUCT AND/OR ALL THE INGREDIENTS CONTAINED IN THIS PRODUCT HAVE BEEN

REGISTERED UNDER THE TOXIC SUBSTANCES CONTROL ACT.

R.C.R.A.:

THIS PRODUCT DOES NOT MEET THE DEFINITIONS OR CONTAIN ANY SUBSTANCE APPEARING
IN THE LISTINGS CONTAINED IN 40CFR261, "IDENTIFICATION AND LISTING OF
HAZARDOUS WASTE." :

THIS PRODUCT DOES NOT CONTAIN ANY MATERIAL WHICH IS SUBJECT TO THE ANNUAL
REPORTING REQUIREMENTS UNDER SECTION 313 OF SARA, TITLE III. CONTACT THE EPA
FOR INFORMATION REGARDING THE REPORTING REQUIREMENTS.

THIS PRODUCT HAS BEEN REVIEWED IN ACCORDANCE WITH SECTIONS 311 (MSDS
~NVENTORY) AND SECTION 312 (TIER I/II INVENTORY) OF THE SUPERFUND AMENDMENT
~~ND REAUTHORIZATION ACT OF 1986 (CFR 40 370.2) FOR "HAZARD CATEGORY" STATUS
. _NDER APPLICABLE DEFINITIONS, THIS PRODUCT MEETS THE FOLLOWING CATEGORIES:
IMMEDIATE (ACUTE) HEALTH HAZARD.
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15. REGULATORY INFORMATION (Comnt.)

THIS PRODUCT DOES NOT CONTAIN OR WAS NOT MANUFACTURED WITH ANY EPA CLASS I OR
CLASS II OZONE DEPLETING SUBSTANCES.

TRADE SECRET CLAIM IS MADE IN ACCORDANCE WITH SECTION 317.2 OF THE
PENNSYLVANIA WORKER AND COMMUNITY RIGHT-TO-KNOW ACT (TITLE 34).

16. OTHER INFORMATION

THE INFORMATION CONTAINED IN THIS MATERIAL SAFETY DATA SHEET IS BASED ON THE
NEAT OR CONCENTRATED PRODUCT AS SHIPPED.

HAZARDOUS MATERIAL IDENTIFICATION SYSTEM RATING (HMIS)

HEALTH* , 1
FLAMMABILITY 1
REACTIVITY 0

‘ERSONAL PROTECTION B

" 'PERSONAL PROTECTION RECOMMENDATIONS SHOULD BE REVIEWED BY PURCHASERS.

WORKPLACE CONDITIONS ARE IMPORTANT FACTORS IN SPECIFYING ADEQUATE PROTECTION.

REASON FOR ISSUE ...: NEW MODIFICATION

PREPARED BY ..... ...: MICHAEL RUSSO

TITLE ...++vevev......: REGULATORY & ENVIRONMENTAL AFFAIRS SPECIALIST
APPROVAL DATE ......: MARCH 16, 1508

PRODUCT NUMBER .....: T-7734

THIS PRODUCT’S SAFETY INFORMATION IS PROVIDED TO ASSIST OUR CUSTOMERS IN
ASSESSING COMPLIANCE WITH HEALTH/SAFETY/ENVIRONMENTAL REGULATIONS. THE
INFORMATION CONTAINED HEREIN IS BASED ON DATA AVAILABLE TO US AND IS BELIEVED
TO BE ACCURATE. HOWEVER, NO WARRANTY OF MERCHANTABILITY, FITNESS FOR ANY
USE, OR ANY OTHER WARRANTY IS EXPRESSED OR TO BE IMPLIED, REGARDING THE
ACCURACY OF THESE DATA, THE RESULTS TO BE OBTAINED FROM THE USE THEREOF, OR
THE HAZARDS CONNECTED WITH THE USE OF THE PRODUCT. SINCE THE USE OF THIS
PRODUCT IS WITHIN THE EXCLUSIVE CONTROL OF THE USER, IT IS THE USER’S
OBLIGATICN TO DETERMINE THE CONDITIONS OF SAFE USE OF THE PRODUCT. SUCH
CONDITIONS SHOULD COMPLY WITH ALL FEDERAL REGULATIONS CONCERNING THE PRODUCT.
QUAKER CHEMICAL CORPORATION ASSUMES NO LIABILITY FOR ANY INJURY OR DAMAGE,
DIRECT OR CONSEQUENTIAL, RESULTING FROM THE USE OF THIS PRODUCT UNLESS SUCH
INJURY OR DAMAGE IS ATTRIBUTABLE TO NEGLIGENCE ON THE PART OF QUAKER CHEMICAL
CORPORATION.

ﬁ“% = NOT APPLICABLE, ND = NOT DETERMINED, < = LESS THAN, > = GREATER THAN

{




